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CIRCUIT BOARD HARDWARE

22CM0100
22CM0150
22CM0200

CM-100
CM-150
CM-200

.100   (2,54)

.150   (3,81)

.200   (5,08)

.045   (1,14)

.045   (1,14)

.045   (1,14)

.022   (0,56)

.022   (0,56)

.022   (0,56)

.050/.070   (1,27)/(1,78)

.090/.125   (2,29)/(3,18)
.090                (2,29)

.180   (4,57)

.270   (6,86)

.290   (7,37)

.090   (2,29)

.125   (3,18)

.090   (2,29)

ITEM 
NUM BER         DESCRIPTION               A                   B                      C                            D                             E                       F        

TWO - PIECE FASTENER  FOR USE WITH EDGE CONNECTOR AS SEM BLY
Molded in Natural Nylon 6/6

Transistor insulators are molded in Nylon 6/6 material.  The insulators are designed to separate the mounting
screw from the transistor.  Parts are also available in black glassfilled nylon upon request.

21TI001
21TI002

TRANSISTOR INSULATOR
TRANSISTOR INSULATOR

                                                                              L                W             H
ITEM NUMBER         DESCRIPTION                         LENGTH                    WIDTH                     HEIGHT    

.680  (17,27)

.735  (18,67)
.476  (12,09)
.590  (14,99)

.219  (5,56)

.240  (6,10)

TRANSISTOR INSULATORS
Molded in Natural Nylon 6/6

BODY ITEM "A"
ITEM NUMBER             C                     D

PIN ITEM "B"
ITEM NUMBER             B                  A

27TPF0001A
27TPF0002A
27TPF0003A
27TPF0004A

.109  (2,76)

.110  (2,79)

.110  (2,79)

.096  (2,43)

.305    (7,74)

.350    (8,88)

.480 (12,19)

.340    (8,63)

.330    (8,38)

.360    (9,14)

.455 (11,55)

.340    (8,63)

27TPF0001B
27TPF0002B
27TPF0003B
27TPF0004B

.069  (1,75)

.069  (1,75)

.069  (1,75)

.062  (1,57)

CAPACITOR MOUNTS
Molded in Natural Nylon 6/6

Accurately  positions
capacitors  or  discrete  
components  on  P.C.  Board.

Body Item "A" is inserted through the con nec tor and through the chas sis.  Pin Item "B" then is pushed or tapped
into the body to secure the connector to the chas sis.  Head design of the pin permits easy removal, connector then
can be easily replaced.
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