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HOSE CLAMPS AND INSTALLATION TOOLS

- ELECTRICAL/ELECTRONIC - 
Positioning and placement of com po nents and wiring.

22HC0250
22HC0312
22HC0344
22HC0406
22HC0468
22HC0531
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22HC1875
22HC2125
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- APPLIANCE  - 
Dishwashers, laundry, refrigerators, food prep a ra tion equipment.

- R.V./BOATING  -
Plumbing and Accessories. 

                                                                                                BUNDLE SIZE
ITEM NUMBER             DESCRIPTION                   WIDTH                    THICKNESS                MIN.                  MAX 

- AUTOMOTIVE - 
Under hood applications. Heat-Stabilized material is available, call for details.

7/32"     (5,56)
7/32"     (5,56)
7/32"     (5,56)

1/4"     (6,35)
7/32"     (5,56)

1/4"     (6,35)
1/4"     (6,35)

7/32"     (5,56)
7/32"     (5,56)
.216"    (5,49)
7/32"     (5,56)

1/4"     (6,35)
5/16"     (7,94)
5/16"     (7,94)

11/32"   (8,73)
11/32"  (8,73)
11/32"  (8,73)
13/32"  (10,32)
13/32"  (10,32)

PATENTED INTERLOCKING DESIGN ELIMINATES LEAK PATH

Micro Plastics’ Premium Nylon Hose Clamps provide a superior seal on hose or tubing through their
Patented interlocking design by eliminating the leak path created by the overlapping ring design hose
clamps.  As interlocking grooves are ratcheted together the sealing diameter of the fastener is aligned
in parallel, creating a uniform clamping surface.  Clamps may be removed by separating the clamping
halves in a perpendicular direction at the seal.

Easy installation on most liquid, gas, or vacuum lines. 

Nylon clamps are tough, corrosion resistant and resilient. 

Parts are removable and re us able.

PREMIUM HOSE CLAMPS
Molded in Natural Nylon 6/6

.260  (6,60)

.350  (8,89)

.390  (9,91)

.468 (11,89)

.536 (13,61)

.608 (15,44)

.680 (17,27)

.776 (19,71)

.825 (20,95)

.875 (22,23)

.940 (23,87)
1.025 (26,03)
1.187 (30,15)
1.425 (36,20)
1.610 (40,89)
1.812 (46,02)
2.110 (53,59)
2.125 (53,98)
2.390 (60,71)

.235      (5,90)

.300    (7,62)

.360 (9,14)

.410 (10,41)

.475 (12,07)

.538 (13,67)

.597 (15,16)

.670 (17,02)

.730 (18,54)

.750    (19,05)

.840 (21,33)

.885    (22,47)
1.031    (26,19)
1.250 (31,75)
1.406 (35,71)
1.593 (40,46)
1.790 (45,47)
1.870    (47,50)
2.120 (53,85)
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