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PANEL FASTENERS AND HOLE PLUGS
Micro Plastics' Ratchet Fasteners are designed to provide an eco-
nomical fastening method over a wide range of panel thicknesses
and materials. The installation assures a quick assembly and a
strong and reliable finished product.

RATCHET FASTENERS
Molded in BLACK Nylon 6/6

New
SIZES

• RATCHET FASTENERS ARE PACKAGED 1000 PCS. PER BAG
• PARTS MUST BE PURCHASED IN PACKAGED QUANTITIES.

SPECIAL ITEM XMAS TREE TYPE CLIPS Molded in Black Nylon 6/6

PART NUMBER     27XTS2501430 PART NUMBER     27XTS1870670

Hole Size                .250 (6,35) 
Panel Thickness        .078/1.000 (1,98/25,4)

Hole Size                .295 (7,49) 
Panel Thickness        .094/.393 (2,38/9,98   )

PART NUMBER     27XTS1871360 PART NUMBER     27XTS1970437

Hole Size                .187 (4,74) 
Panel Thickness        .156/1.125 (3,96/28,5)

Hole Size                .219 (5,56) 
Panel Thickness        .063/.252 (1,60/6,40   )

* PART MOLDED IN BLACK POLYPROPYLENE    * BULK PACKAGING    

    27RT1560432
27RT160400
27RT187310
27RT187470
27RT187675
27RT187500 

    27RT187550
27RT187640
27RT187680
*27RT187700PPB
27RT218774
27RT2811220
27RT250425
27RT250425A
27RT250440
27RT250625
27RT250800
27RT250810
27RT250900
27RT281975
27RT2811000
27RT3121516
27RT406820

.432   (10,97)

.426    (10,82)

.300    (7,62)

.470   (11,93)

.680  (17,27)

.500    (12,70)

.562    (14,27)

.640     (16,26)

.680   (17,27)

.700    (17,78)

.774   (19,65)
1.220   (30,98)
.425    (10,80)
.425    (10,80)
.437    (11,10)
.628  (15,95)
.800   (20,32)
.783    (19,89)
.787    (19,99)
.975  (24,77)
.890    (22,61)
1.507 (38,27)
.820      (20,82)

.060    (1,52)

.060    (1,52)

.068    (1,73)

.068    (1,73)

.070    (1,78)

.070    (1,78)

.068    (1,73)

.070    (1,78)

.067    (1,70)

.065    (1,65)

.090   (2,28)

.093   (2,36)

.098   (2,48)

.039    (0,99)

.100    (2,54)

.050  (1,27)

.095    (2,54)

.074  (1,88)

.067  (1,70)

.090  (2,29)

.110     (2,79)

.114 (2,89)

.080      (2,03)

.360   (9,14)

.359   (9,11)

.445   (11,30)

.442   (11,22)
7/16  (11,11)
.375      (9,53)
.442   (11,22)
7/16   (11,11)
.492   (12,50)
.300      (7,22)
.650   (16,51)
.490  (12,44)
.720   (18,29)
.433    (11,00)
.700    (17,78)
.503  (12,77)
.700    (17,78)
.495  (12,57)
.492  (12,50)
.695  (17,65)
.625    (15,87)
.619 (15,72)
1.000   (25,4)

A
B
B
B
B
A 
B
D
D
C
A
D
A
A
A
A
A
A
D
A
E
E
A

.030/.234  (0,76/5,94)

.040/.250 (1,01/6,35)

.030/.150 (0,76/3,81)

.030/.330    (0,76/8,38)

.030/.512 (0,76/13,00)

.025/.365    (0,64/9,27)

.030/.330    (0,76/8,38)

.125/.365      (3,18/9,27)

.030/.512   (0,76/13,00)

.125/.450   (3,18/11,43)

.060/.560   (1,52/14,22)

.078/1.000  (1,98/25,4)

.020/.218   (0,50/5,53)

.020/.218   (0,50/5,53)

.105/.300   (2,67/7,62)

.120/.140  (3,04/3,55)

.150/.535   (3,81/13,59)

.150/.535   (3,81/13,59)

.062/.480  (1,57/12,19)

.170/.770  (4,32/19,56)

.084/.500   (2,13/12,70)

.084/1.125  (2,13/28,57) 

.115/.565      (2,92/14,35)

.156  (3,96)

.160  (4,06)

.187  (4,75)

.187  (4,75)

.187  (4,75)

.187  (4,75)

.187  (4,75)

.187  (4,75)

.187  (4,75)

.187   (4,75)

.218  (5,53)

.281   (7,13)

.250   (6,35)

.250   (6,35)

.250   (6,35)

.250  (6,35)

.250   (6,35)

.250   (6,35)

.250   (6,35)

.281   (7,13)

.281   (7,13)

.312 (7,92)

.406   (10,31)

PART 
NUMBER                     HOLE  SIZE RND.          PANEL THICKNESS            HEADSTYLE               OD                        HEIGHT                    LENGTH 

Textured 
Head     
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